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SUMMARY

A number of ceramic coatings of different compositions containing

lead monoxide (Pb0) were studied to determine their relative merits as

dry-film lubricants. Lead monoxide is known to be an effective solid

lubricant at elevated temperatures_ and this oxide was the main compo-

nent in all compositions studied. Friction and wear properties were de-

termined at temperatures from 75° to 1250 ° F, at a sliding velocity of

430 feet per minute 3 and at a normal load of i kilogram.

In all of the coatings, PbO was the component primarily responsible

for the lubricating properties. Oxides other than PbO had an indirect

effect on lubrication by influencing such properties as adhesion, hard-

ness_ vitrifying or glaze-forming tendency_ melting or softening point_

and chemical stability of the coatings. Notable among these oxides were

magnetite (Fe304) , which had generally a beneficial influence on ceramic-

to-metal adhesion_ and silica (Si02) _ which inhibited the oxidation of

Fo0 and enhanced the tendency for glaze formation on the sliding surfaces.

Several of the compositions studied provided protection against

metal-to-metal adhesive wear_ galling, or seizure at test temperatures

from 75 ° to 1250 ° F. Coating friction coefficients ranged from 0.20 to

0.37 at 75 ° F but were around 0.OS to 0.20 at temperatures of 1250 ° F.

INTRODUCTION

The need for high-temperature lubricants becomes increasingly criti-

cal as greater emphasis is placed on rocket propulsion and supersonic

aircraft. The lubricants must be capable of reducing the friction torque

required in the operation of components exposed to temperatures of I000 ° F

and higher and also of preventing galling of the sliding surfaces. The

use of a bonded solid lubricant appeared to be a promising approach to

this problem.



The results of previous NACAresearch (ref. i) indicate that powdered
lead monoxide (PbO) is a good lubricant at i000° F and possibly higher
temperatures. References 2 and 3 describe NACAresearch on PbO-basefilms
containing small percentages of silica (Si02) and bonded to metal surfaces
as ceramic coatings. The results of these investigations indicate that
the lubricating properties of the coatings improve with decreasing coat-
ing thickness downto the minimumthickness studied (0.0005 in.). A sat-
isfactory coating thickness on martensitic stainless steel (consistent
with good endurance life) is 0.001 inch. The results further indicate
that the friction coefficients d_crease under conditions (such as high
environmental temperature and/or high sliding velocity) that result in
localized high temperatures at the ceramic surface.

The low friction obtained at high surface temperatures can probably
be related to lubrication by the viscous flow of a soft lead oxide glass
or glaze rather than to lubrication by shear along crystal cleavage
planes as is the usual case with solid lubricants.

The first objective of the subject investigation was to study the
effects of various oxide additions on the lubricating properties of PbO-
base coatings. The favorable results reported in references 2 and 3,
which were obtained by the addition of a glass-forming oxide, Si02, stim-
ulated interest in determining the effects of other vitrifying oxides.
Vanadiumpentoxide (V205) and boric oxide (B203)_ which are representa-
tive of commonlyused vitrifying oxides (ref. 4), were selected for this
investigation. Other additions were also studied for other purposes.
For example, bentonite clay was of interest because it is a good suspend-
ing agent for PbOin an aqueousmedium; further, the silicate content of
bentonite would tend to impart somevitrifying tendency. Additions of
Fe304 were studied as a meansof increasing adhesion and hardness of
coatings applied to austenitic stainless steel.

The second objective was to study the effects of base-metal composi-
tion on the lubricating properties of PbO-basecoatings. The base metals
studied (AISI types ¢40-C and 304 stainless steels and Inconel X) were
chosen because they differed widely in the type and amount of oxide
formed on their surfaces at the firing temperatures. The effect of base-
metal oxides on the bonding and lubricating properties of the coatings
could thereby be deducedby a comparative study of coatings applied to
these alloys. Base-metal oxides were expected to have an effect on the
properties of the coating because it is knownthat, at high temperatures,
oxides of the substrate metal can diffuse into existent oxide films and
alter their physical properties (ref. 5).

The scope of the investigation included formulations, application,
composition, and structure analyses, as well as friction and wear studies
of these coatings. Friction and wear were measuredat temperatures from
75° to 1250° F and at a sliding velocity of 430 feet per minute.
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MATERIALS AND PROCEDURE

Materials

The rider specimens for all tests run at temperatures up to i000 ° F

were M-1 tool steel hardened to Rockwell C-60. Cast Inconel riders with

initial room-temperature hardnesses of Rockwell B-75 to B-80 were used

at 1250 ° F. Each rider was cylindrical (3/8-in. diam. and 3/4-in.

length) with a hemispherical tip (3/16-in. rad.) ground on one end. The

disk specimens (2.5-in. diam. and 0.5-in. thickness) to which the coat-

ings were fused were type 440-C martensitic stainless steel, type 504

austenitic stainless steel, or Inconel X. Before the coatings were ap-

plied, the plane surfaces of each disk were ground flat and parallel to

within 0.0005 inch.

The coatings were prepared from reagent-grade oxide powders of about

200-mesh particle size. The bentonite clay was a technically pure grade

of about 500-mesh particle size.

Procedure

Application of coatings. - Most of the coatings were applied as fol-

lows: A thin layer (about 1/16 in. thick) of dry mixed oxide powder was

dusted onto the flat, clean surface of a friction disk. The specimen

was then placed in a furnace at a sufficiently high temperature to melt

the oxides and form a uniform, molten film. The disk was then removed

from the furnace, placed on a water-cooled steel block, and allowed to

cool in room air. Instead of being applied as dry powders, the mixtures

containing bentonite were brushed onto the metal surfaces as an aqueous

suspension. The specimens were then baked at 200 ° F to drive off the

water before firing. The coatings were finish-ground to a thickness of
0.001 inch.

The times and temperatures in the furnace that resulted in satis-

factory coatings varied with the powder compositions. Optimum times and

temperatures will also vary with the size of the object being coated and

with the geometry of the furnace. The furnace used in this work was an

electric resistance furnace with a cylindrical hot zone of 12-inch diam-

eter and 8-inch height. Twelve uniformly spaced Globars were arranged

around the circumference of the hot zone. With this furnace, satisfac-

tory coatings were obtained with the various powder compositions and al-

loys when the following firing conditions were employed:

(a) Pb0 Powder on 440-C; I0 minutes at 1900 ° F.

(b) Pb0 Powder on Inconel X; 7 minutes at 1800 ° F.



4

(c) 95 Percent PbOplus 5 percent Si02 on 440-C; 8 minutes at
1650° F.

(d) 95 Percent PbOplus 5 percent V205 on A40-C; 7 minutes at
1900° F.

(e) 95 Percent PbOplus 5 percent B203 on A40-C; 8 minutes at
1600° F.

(f) 85 Percent PbOplus i0 percent Fe304 plus 5 percent SiO2 on 304;
6 minutes at 1800° F.

(g) 86.4 Percent Pb0 plus 9.1 percent bentonite plus 4.5 percent
SiO2 on 440-C; 4 minutes at 1800° F, cool, then 5 minutes at
1900° F. (Double firing appeared to be quite helpful in ob-
taining a uniform coating.)

Cleaning. - Before each test, both the rider and the disk specimens

were subjected to the following cleaning procedure:

(I) Wash with acetone.

(2) Scrub with levigated alumina. (This step omitted in cleaning
coated disks to avoid embedding alumina particles in the comparatively

soft coatings.)

(3) Wash in tap water.

(4) Wash in distilled water.

(5) Scrub with acetone.

(6) Scrub with 95 percent ethyl alcohol.

(7) Dry in room air.

Testing. - The apparatus used in performing the friction and wear

studies is shown in figure i. A complete description of this apparatus

is given in reference 5. All tests were run in air with the specimens

under a normal load of i kilogram and at a sliding velocity of 430 feet

per minute. The temperature was held constant and the friction recorded

continuously during each test. Test duration was usually i hour. The

specimens were held at test temperature for about 1/2 hour before each

run.
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RESULTSANDDISCUSSION

The results in general indicate that the compositions of PbO-base
films can be varied considerably as to the type and amount of other ox-
ides present without altering the basic friction and wear properties of
the coatings. The added oxides function in specific ways, such as in-
fluencing the adhesion, hardness, vitrifying tendency, softening or melt-

ing point (ref. 6), and chemical stability of the coatings. Some of the

coatings provided low friction coefficients from 250 ° to 1250 ° F. Others

either lubricated well above 500 ° F but not at the lower temperatures or

lubricated well below 800 ° F but not at higher temperatures. Therefore,

the temperature ranges of effective lubrication for the various coatings

were different; but where they overlapped, the friction and wear proper-

ties were quite similar. Photographs of friction specimens coated with

the various PbO-base films under discussion are given in figure 2.

Figure 3 gives the friction coefficients and the rider wear at var-

ious temperatures for M-I tool steel sliding against unlubricated AAO-C.

The same type of data for these metals lubricated by a coating containing

PbO and SiO 2 and described in reference 2 is also presented. The data

in this figure will be a basis for comparison in evaluating the other

coating compositions. For convenience, the data for the unlubricated

metals are repeated as a reference curve in figures 4 to 6.

The specific effects of the various oxide additions on the friction,

wear, and other properties of the coatings are given in the following

sections.

Pure PbO Fused to Type A40-C Stainless Steel

As shown in figures 4 and 7, at all temperatures from 75 ° to

1250 ° F, the friction coefficients and rider wear obtained with pure PbO

fused to type _$0-C stainless steel were much lower than those obtained
with the unlubricated metals. Friction coefficients at SO0 ° F and higher

temperatures were within the range of effective boundary lubrication

(friction coeff, less than 0.20). Microscopic examination showed that

no galling or metal transfer occurred at any temperature studied.

X-ray diffraction patterns of these coatings indicated that they

contained iron oxide (table I). The results of chemical quantitative

analyses given in table II show that the iron oxide content calculated

as Fe30 A was over i0 percent. The high percentage of iron oxide was

probably caused by oxidation of the base metal during the firing process

and diffusion of base-metal oxides throughout the molten ceramic. This

is quite plausible_ because rapid increases in diffusion rates occur when

a liquid phase appears in an oxide layer, and these rates may be many



orders of magnitude higher than at temperatures below the melting point
(ref. 5).

It was observed in this investigation that iron oxide imparts hard-
ness to the coatings and may stabilize the PbOform of lead oxide. No
pattern for any oxide of lead other than PbOwas obtained in the X-ray
diffraction studies of this coating. The diffraction pattern was sharp
and well defined, indicating a high degree of crystallinity. However,
the coating material in the wear tracks becameglazed during sliding.
The formation of a glazed track on a coating composedof only Pb0 and
iron oxide maybe due to the fact that PbOitself has glass-forming
properties (ref. 7). (See specimen l, fig. 2(a).) Minute spalled re-
gions along the edges of the wear track indicated that the bond maynot
have been as good as that obtained with the reference coating (specimen
3, fig. 2(c)).

Pure PbO Fused to Inconel X

The lubricating properties of pure FbO fused to Inconel X are given

in figures 4 and 7. Low friction coefficients and very low rider wear

were obtained from 75° to 800 ° F, but high rider wear was obtained at

higher temperatures.

The coatings contained comparatively small percentages of base-

metal oxide (table II). This is to be expected, because Inconel X has

better high-temperature oxidation resistance than type 440-C.

The coatings were very soft and quite crystalline. The high degree

of crystallinity was indicated by the X-ray diffraction pattern obtained_

but it was even more obvious from the over-all appearance of the coat-

ings. Large crystals can be seen on specimen 2 of figure 2(b). The

crystals were plate-like in structure and were easily flaked off with a

sharp instrument.

95 Percent PbO + 5 Percent V205 Fused to Type 440-C Stainless Steel

The lubricating properties of 95 percent PbO plus 5 percent V205

fused to 440-C are given in figures 5 and 7. Low friction and rider wear

were obtained over the entire temperature range studied. However, the

bond strength of these coatings was not consistent. A disk for which no

serious bond failures occurred is shown in figure 2(d) (specimen 4).

Specimen 5, however, has a large spalled area where gross bond failure

occurred when the coating was being ground to the desired thickness.

This coating may be of considerable interest if the metal-to-ceramic bond

can be improved.



X-ray analyses indicated the presence of Pbs04 in this coating
(table I). The V205 is apparently not an effective oxidation inhibitor
for PbO. X-ray analyses further indicated the presence of Fe304. Chem-
ical quantitative analyses (table II) showedthat the iron oxide content
was over 12 percent. This high percentage of iron oxide is evidence in
agreementwith studies reported in reference 5, which showthat the oxi-
dation rates of stainless steels in contact with V205 are higher than
those of the samemetals heated in contact with air alone. However, the
poor adherence demonstrates that FesO4 does not improve bond strength
unless it is present in a tight, adherent transition layer. In the
presence of V205, a consistently adherent transition layer did not form.

95 Percent PbO+ 5 Percent B203 Fused to Type 440-C Stainless Steel

The lubricating properties of the B205-containing coatings are shown
in figures 5 and 7. A friction coefficient of about 0.14 was obtained
at temperatures from 75° to 1000° F. Rider wear was low at 75° and at
500° F but quite high at 1000° F. Both friction and wear were high at
1250° F. These coatings are apparently too soft and easily squeezed out
of the zone of sliding at lO00° and 1250° F.

The coatings were completely amorphousto X-rays, indicating a high
degree of vitrification. A disk coated with this material is shownin
figure 2(e) (specimen 6). As in the case of the Pb0-SiO2 reference
coating, less iron oxide was present in the final composition than in
coatings prepared from pure PbOon stainless steel (table II). B205 and
SiO2 appe.ar to have someinhibiting effect on the oxidation of type
440-C during the firing process.

85 Percent PbO+ i0 Percent FesO4 + 5 Percent Si02

Fused to Type 504 Stainless Steel

During preliminary attempts to coat type 304, the importance of
base-metal composition becameevident. In these attempts, a powder mix-
ture containing 95 percent PbOand 5 percent SiO2 was used. After fir-
ing, the coatings exhibited a mottled appearance and poor bond to the
metal surface. No problems of poor adhesion or of mottling were encoun-
tered whenthe samepowderswere bonded to type 4_0-C (ref. 2).

Oneof the important differences between the austenitic alloy (type
504) and the martensitic alloy (type 440-C) is that the latter oxidizes
more rapidly at elevated temperatures and therefore supplies more iron
oxide to the molten PbOduring a given firing period. It was observed



8

that iron oxide increases the fluidity of molten Pb0. A melt of high
fluidity becomeshomogeneousmore readily than a highly viscous one, and
this is reflected in improved uniformity after solidification. Further,
reference 8 indicates that the presence of an adherent, iron-oxide-rich
transition layer at the ceramic-metal interface is probably required to
obtain good bond to the steel surface. As a result of these considera-
tions, it appeared plausible that the beneficial effects of iron oxide
might be obtained in coatings applied to oxidation-resistant steels by
addition of iron oxide to the mixed oxide powders prior to firing.
Fe304 was added rather than Fe203 because, as indicated in reference 9,
the presence of Fe203 between sliding metal surfaces causes excessive
surface damage_whereas Fe30A actually reduces friction and helps pre-
vent welding and metal transfer. Mixed oxide powders containing 85 per-
cent PbO, i0 percent Fe3OA,and 5 percent SiO2 were therefore fired onto
type 504 stainless steel; and adherent, uniform coatings were obtained
(fig. 2(f), specimen 7). The coefficients of friction and the rider
wear obtained with this coating were approximately the sameas those ob-
tained with the reference coating of PbO-SiO2. The data are given in
figures 6 and 7.

86.4 Percent PbO+ 9.1 Percent Bentonite + 4.5 Percent SiO2

Fused to Type _40-C Stainless Steel

It is often impractical to apply dry powders to metal surfaces be-
fore firing. A suspending agent (bentonite) was added to a 95 percent
PbOplus 5 percent SiO2 mixture to give the following powder composi-
tion: 88.4 percent PbO, 4.5 percent Si02, 9.1 percent bentonite. This
composition was madeinto a water suspension that could be brushed or
sprayed.

The friction and wear data are given in figures 6 and 7. A photo-
graph of this coating is shownin figure 2(g), specimen 8. Friction co-
efficients were about the sameas those obtained with the reference
coating (fig. 3). Rider wear was about the sameat 500°, i000°, and
1250° F, but was considerably higher than obtained with the reference
coating at lower temperatures. No wear data are given in figure 6 for
75° and 250° F because the coatings failed by brittle fracture at these
temperatures early in the tests. However, typical friction coefficients
before and after failure are given for these temperatures. The brittle-
ness at low temperatures was causedby aluminum silicate introduced by
the bentonite. The brittleness can probably be decreased by adding ben-
tonite to Pb0 powders containing little or no free silica or by using an
organic suspending agent such as gumarabic or gumtragacanth that will
burn off during the firing process.



Thermal Expansion Coefficients

An important consideration in coating metals with ceramics is the
proper matching of thermal expansion coefficients. The meanthermal ex-
pansion coefficient for the 300-series stainless steels from 68° to
1600° F is about 11.0×10-6 inch per inch per OF; for the 400-series al-
loys, it is about 6.2×10-6 inch per inch per OF (ref. i0). The calcu-
lated expansion coefficients for all the coatings were about 7×10-6 inch
per inch per OF. The values for the coatings were based on the factors

given in reference ii for calculating the expansion coefficients of en-

amels from their compositions. The compositions used in the calculations

were the compositions after firing, which are given in table II. Al-

though the values for the coatings were intermediate between those of the

two alloy types, no problems of spalling occurred during thermal cycling

involved in the application and testing of the coatings. This is prob-

ably largely due to the softness of PbO (moh hardness is 2.2). The re-

quirements for close matching of the thermal expansion coefficients of

the base metal and the ceramic to obtain good thermal shock resistance

in an enamel apparently can be relaxed considerably for coatings contain-

ing a large percentage of Pb0.

SUMMARY OF RESULTS

Friction and wear studies of Fb0-base ceramic coatings were con-

ducted at temperatures from 75° to 1250 ° F and at a sliding velocity of

430 feet per minute. X-ray diffraction patterns and chemical analyses

were obtained for all the coatings. The major results were as follows:

i. In all coating compositions studied, Pb0 was the component pri-

marily responsible for the lubricating properties observed. Other com-

ponents influenced such properties as vitrifying tendency, softening

temperature, and adhesion.

2. Low rider wear and friction coefficients of 0.20 or less were ob-

tained in air at 1250 ° F with ceramic-coated bearing surfaces prepared

from the following mixed powders fused to the designated alloys: pure

Pb0 fused to type 440-C stainless steel, 95 percent Pb0 plus 5 percent

Si02 on type 440-C, 95 percent PbO plus 5 percent V205 on type 440-C, $5

percent PbO plus i0 percent Fe304 plus 5 percent Si02 on type 304, and

$6.4 percent Pb0 plus 9.1 percent bentonite plus 4.5 percent Si02 on type
440-C.

3. Some of the specific effects obtained with various oxide addi-

tions to the powder compositions were as follows: Generally, iron oxide

(Fe304) improved the adherence and uniformity of coatings applied to
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ferrous metals. Boric oxide and silicon dioxide increased the vitrifying
tendency of the coatings. The addition of a suspending agent (bentonite)
made it possible to hold PbOin suspension in water and thus facilitated
application to metal surfaces by brushing prior to firing.

4. Close matching of the thermal expansion coefficients of the ce-
ramics and the base metal did not appear to be critical. This probably
can be attributed to the softness of PbOand the tenacity of the bond
between properly formulated Pb0 coatings and metal surfaces.

Lewis Research Center
National Aeronautics and SpaceAdministration

Cleveland, Ohio, December4, 1958
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TABLE I. - RESULTS OF X-RAY DIFFRACTION STUDIES OF Fo0-BASE COATINGS

Powder composition

prior to firing,

weight percent,

and base metal

Over-all

pattern

intensity

Crystalline phases

identified in fired

coating

(a)

Comments

Positive Probable

(b)

100 Pb0 on 440-C Strong curb0 Fes04 Strong pattern indicates high

stainless steel _Pb0 Fe205 degree of crystallinity.
Little or no glass in coating

i00 FoO on Inconel X Strong cuPb0 Ni0 Strong pattern indicates high

Cr205 degree of crystallinity

95 PbO + 5 SiO 2 on Fair aPbO

Strong

440-C

95 PbO + 5 V205 on

440-C

95 Fb0 + 5 B205 on None

440-C

Strong

Fair to

none in

duplicate

runs

85 Pb0 + I0 Fe304 +

5 Si02 on 504

stainless steel

a2b0

_Pb0

Fe304

None

cd_b0

Fes04

Si02

(Quartz)

Fes04

Fe205

Fos04

V205

None

None

_PbO _ when pattern
Fes04 J obtained

Decreased pattern intensity

probably indicates the pres-

ence of some glass. Pattern

for 4 PbO-SiO 2 almost iden-

tical with PbO pattern.

Either or both are indicated.

Strong pattern indicates high

degree of crystallinity.

Relatively clear Fes04 pattern

may indicate increased base-

metal corrosion in presence of

V205; V205 pattern indicates

incomplete reaction of V205

with PbO to form the lead

vanadate

Inability to diffract X-rays

indicates coating was almost

entirely glass

Strong pattern and the identi-

fication of Si02 indicates a

very high degree of

crystalllnity

Weak pattern or absence of

pattern indicates very strong

glass-forming tendencies.

186.4 Pb0 + 9.1

bentonite + 4.5

SiO 2 on 440-C

a_PbO taken as yellow, orthorhombic allotrope; _PbO taken as red, tetragonal

allotrope.

bprobable (pattern incomplete, but sufficient line matching to indicate strong

possibility).
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TABLE II. - CHEMICAL COMPOSITION OF LEAD-0XIDE-BASE CERAMIC COATINGS

Base metal and

powder composition

prior to firing,

weight percent

i00 FbO on 440-C

I00 Pb0 on

Inconel X

95 YbO + 5 Si02 on

440-C

95 PbO + 5 V205 on

440-C

95 YbO + 5 B205 on

440-C

85 Pb0 + i0 Fez04 +

5 Si02 on 304

86.4 Pb0 + 9.1

bentonite + 4.5

Si02 on 440-C

Results of chemical

quantitative analyses

of coating after firing,

weight percent

79.5 Pb

7.51 Fe

85.0 Pb

.51 Cr

.86 Ni

79.5 Fo

4.90 Si02

4.24 Fe

74.3 Pb

9.09 Fe

2.01 V

79 .i0 Fo

4.40 Fe

5.30 B

72.3 Pb

11.8 Fe

5.14 Si02

68.50 Pb

9.72 Fe

1.14 AI

6.57 Si02

Calculated molecular compo-

sition from data in column 2

weight percent a

86.0 Fb0

10.4 Fe304

3.6 unaccounted

89.5 Pb0

.75 Cr203

1.09 Ni0

8.66 unaccounted

86.0 Pb0

4.9 Si02

5.9 Fe304

3.2 unaccounted

80.0 Pb0

5.6 V205

12.6 Fez04

3.8 unaccounted

85.5 PbO

10.6 B205

6.1 Fe304
2.2 excess

78.2 Pb0

5.14 Si02

16.4 Fe304

0.3 unaccounted

74.0 Fo0

15.5 Fe304

2.16 AI205

6.6 Si02

5.7 unaccounted

acompounds present were identified by X-ray diffraction with the exception

of the boron-containing coating, which was too glassy to give a diffrac-

tion pattern; B205 was assumed; Fe304 was also assumed for this coating

based on analogy with the other coatings. All compounds are listed as

simple oxides only to illustrate the metal to oxygen ratios. Many of

these oxides may actually be present in combination as double oxides.
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Figure I. - Apparatus.
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